
CAUTION

CAUTION

Cummins ISX Late Models Based on Engine Serial Number may use an alternate Thrust Bearing when installing the Main Bearing 

Set. You will need to verify thrust bearing being removed and install the correct thrust bearing as needed. 

STANDARD BEARING ALTERNATE BEARING

171977 / 3691445
4 pcs. Required

PAI Main Bearing Kit 171980 has both sets of Thrust Bearings packed in the kit - Must verify correct Thrust Bearing being 
used and install as needed. 

Failure to use the correct Thrust Bearings will void the warranty. 

IIF1296

IIF1296

171983 / 3680202
4 pcs. Required

Cummins ISX Late Models Based on Engine Serial Number may use an alternate Thrust Bearing when installing the Main Bearing 

Set. You will need to verify thrust bearing being removed and install the correct thrust bearing as needed. 

STANDARD BEARING ALTERNATE BEARING

171977 / 3691445
4 pcs. Required

PAI Main Bearing Kit 171980 has both sets of Thrust Bearings packed in the kit - Must verify correct Thrust Bearing being 
used and install as needed. 

Failure to use the correct Thrust Bearings will void the warranty. 

171983 / 3680202
4 pcs. Required



AVISO

AVISO

Algunos motores Cummins ISX de fabricación reciente usan Cojinetes Axiales (Thrust Bearings) alternos en el juego de Cojinetes de 
Bancada (Main Bearing Set). Es necesario verificar el tipo de cojinete axial en uso al desarmar el motor para instalar el correcto al 
armarlo.

Cojinete Estándar Cojinete Alterno

171977 / 3691445
4 unidades requeridas

El set de Cojinetes de Bancada PAI 191980 incluye ambos tipos de Cojinetes Axiales en el set. Se debe verificar el 
correcto en uso para instalarlo al reparar el motor.

La garantía se anula si no se usa el tipo de Cojinete Axial correcto.

171983 / 3680202
4 unidades requeridas

IIF1296

Algunos motores Cummins ISX de fabricación reciente usan Cojinetes Axiales (Thrust Bearings) alternos en el juego de Cojinetes de 
Bancada (Main Bearing Set). Es necesario verificar el tipo de cojinete axial en uso al desarmar el motor para instalar el correcto al 
armarlo.

Cojinete Estándar Cojinete Alterno

171977 / 3691445
4 unidades requeridas

El set de Cojinetes de Bancada PAI 191980 incluye ambos tipos de Cojinetes Axiales en el set. Se debe verificar el 
correcto en uso para instalarlo al reparar el motor.

La garantía se anula si no se usa el tipo de Cojinete Axial correcto.

171983 / 3680202
4 unidades requeridas

IIF1296


